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XSA-311 Modular Passive LED Cooler ®135mm for Xicato

* The XSA-311 Xicato Modular Passive LED Coolers are specifically designed for
luminaires using Xicato LED modules.

* Mechanical compatibility with direct mounting of the LED modules to the LED cooler and
thermal performance matching the lumen packages.

* Designs for XSM Module from 2000 to 4500 lumen.
* Thermal resistance range Rth1.1°C/W. ( XSM Thermal class Q).

* The cooler design with mounting holes foreseen for direct mounting of Xicato XSM. XTM and XIM Modules.
* Diameter 135mm - standard height 40mm Other heights on request.

* Center hole for cable guidance.

* Extruded from highly conductive aluminum.

XSA-311 standard height 40mm for Xicato LED modules Mounting Options

Xicato XSM LED modules name :
XSM80xx-400 ; XSM80xx-2000 ; XSMV8xx-1300 ;
XSM80xx-700 ; XSM80xx-3000 ; XSMV8xx-2000 ;
XSM80xx-1000; XSM80xx-4000 ; XSMV8xx-3000 ;
XSM80xx-1300;

Direct mounting with 3 screwsM3 x 12mm;
Green indicator marks.

Xicato XIM LED modules name :

XIMCV481980xx13; XIMCV4819V8xx13;
XIMCV481995xx13; XIMCV4819V8xx20;
XIMCV481980xx20;

Direct mounting with 3 screws M3 x 20mm;
Green indicator marks.

T

Xicato XTM LED modules:

XTM1980xx13 ; XTM1980xx50 ; XTM19V8xx13 ; XTM19V9xx13 ;

A XTM1980xx20 ; XTM1995xx13 ; XTM19V8xx20 ; XTM19V9xx20 ;

B XTM1980xx30 ; XTM1995xx20 ; XTM19V8xx30 ; XTM19V9xx30 ;
B XTM1980xx40 ; XTM1995xx30 ;

RS S ”

Direct mounting with 3 screws M3 x 8mm;

Green indicator marks.

Direct mounting by Zhaga mounting holes with 2 screws M3 x 8mm;
Red indicator marks.
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XSA-217 XSA-311 Modular Passive LED Cooler ®135mm for Xicato

Example:XSA-311-M3-B-3
Example:XSA-311 - . . .
.THREAD

M2 or M3
. Anodising Color
B-Black Mg::'l(’)l:G PART NUMBER THREAD T;::.I':_ID
C-Clear NONE XSA-311-M#-#-N NONE NONE
Z-Custom 1 XSA-311-M#-#-1 M3*0.5 6mm
Mounting Options - see graphics for 2 XSA-311-M#-#-2 8.5 Through-hole

details Combinations available 3 XSA-311-M#-#-3 M3*0.5 8mm
Ex.order code - 12 4 XSA-311-M#-#-4 ®51 5.6mm
means option 1 and 2 combined 5 XSA-311-M#-#-5 51 16.9mm

6 XSA-311-M#-#-6 ®51 20mm

XSM MOUNTING OPTION M2:
3X DRILL & TAP M2 X 0.4, 5mm DEEP MIN
XSM MOUNTING OPTION M3:
3X DRILL & TAP M3 X 0.5, Smm DEEP MIN

MOUNTING OPTIONS 1
(2) M3"0.5 T Bmm 180"

MOUNTING OPTIONS 2
0.5 Center hale fof cable guidance

MOUNTING OPTIONS 4
61 CUTOUT (5 BHA.A/20mm DEPTH)

£7 0.08
NSIDE THE DIAMETER
INDIGATED, MODULE SIDEONLY)

MOUNTING OPTIONS 3
) M5 Thmm

Tel: +86-769-33252828 +86-769-33251919
E-fax: +86-(020)28819702 ext22122
Http://www.heatsinkled.com
Http://www.mingfatech.com




X5 ,5//

46,

lead-free

XSA-311 Modular Passive LED Cooler ®135mm for Xicato

Model No. XSA-311
Size ®135xH40mm
Material 6063-T5
Finish Black Anodized
Weight(gr) 510
Thermal Wattage 45W
HeatsinkOs-a? 126385
Thermal Resistance (°C/W)? 1.1

Heat sink to ambient Heat sink to ambient
Pd = Pe x thermal resistance temperature rise
(1-nL) Rhs-amb (°C/W) Ths-amb (°C) Heat sink to ambient temperature rise Ths-amb(°C)
XSA-311 XSA-311
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