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XSA-307 Modular Passive LED Cooler @70mm for Xicato

* The XSA-307 Modular Passive LED Coolers are specifically designed for luminaires using
the Xicato LED Modules.

* Mechanical compatibility with direct mounting of the LED modules to the LED cooler and
thermal performance matching the lumen packages.

* Designs for XSM Module from 600 to 2500 lumen.

* Thermal resistance range Rth 2.2°C/W. (XSM Thermal Class G )

* The cooler design with mounting holes foreseen for direct mounting of Xicato XSM. XIM and XTM Modules .
* Diameter 70mm - Standard height 50mm , Other heights on request.

* Extruded from highly conductive aluminum.

XSA-307 standard height 50mm for Xicato LED modules Mounting Options

Xicato XSM LED modules name :
XSMB80xx-400 ; XSM80xx-2000; XSMV8xx-1300 ;
XSMB80xx-700 ; XSM80xx-3000; XSMV8xx-2000 ;

XSM80xx-1000;  XSM80xx-4000 ; XSMV8xx-3000 ;
XSM80xx-1300;

Direct mounting with 3 screwsM3 x 12mm;
Green indicator marks.

Xicato XIM LED modules name :

XIMCV481980xx13; XIMCV4819V8xx13;
XIMCV481995xx13; XIMCV4819V8xx20;
XIMCV481980xx20;

Direct mounting with 3 screws M3 x 20mm;
Green indicator marks.

Xicato XTM LED modules:

XTM1980xx13 ;  XTM1980xx50;  XTM19V8xx13; XTM19VOxx13;
XTM1980xx20 ;  XTM1995xx13;  XTM19V8xx20; XTM19VOxx20 ;
XTM1980xx30 ;  XTM1995xx20;  XTM19V8xx30; XTM19VOxx30 ;
XTM1980xx40 ;  XTM1995xx30 ;

Direct mounting with 3 screws M3 x 8mm;

Green indicator marks.

Direct mounting by Zhaga mounting holes with 2 screws M3 x 8mm;
Red indicator marks.
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Example:XSA-307-B-2
Example:xsA-307 - [Jil]- Bl
. Anodising Color

B-Black
C-Clear
Z-Custom

Mounting Options - see graphics for
details Combinations available
Ex.order code - 12

means option 1 and 2 combined

MingFa recommends the use of a high

Thermal conductive interface between the LED
Module and the LED cooler. Either thermal grease,
A thermal pad or a phase change thermal pad
Thickness 0.1-0.15mm is recommended.

MOUNTING THREAD
PART NUMBER THREAD
OPTION v DEPTH
NONE XSA-307-#-N NONE NONE
1 XSA-307-#-1 M3*0.5 6mm
2 XSA-307-#-2 M3*0.5 6mm

7006

(INSIDE THE DIAMETER
INDICATED, MODULE
SIDEONLY)

MOUNTING OPTIONS 2
~_(2x) M3*0.5 T6mm @180°

R

MOUNTING OPTIONS 1
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XSA-307 Modular Passive LED Cooler @70mm for Xicato

Model No. XSA-307
Size ®70xH50mm
Material 6063-T5
Finish Black Anodized
Weight(gr) 192
Thermal Wattage 22.9W
HeatsinkOs-a? 79093
Thermal Resistance (°C/W)? 22
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